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In this study, photomodulated reflectance (PR) technique was employed on two different quantum well infrared
photodetector (QWIP) structures, which consist of n-doped GaAs quantum wells (QWs) between undoped
AlL,Ga;_,As barriers with three different x compositions. Therefore, the barrier profile is in the form of a staircase-like
barrier. The main difference between the two structures is the doping profile and the doping concentration of the
QWs. PR spectra were taken at room temperature using a He-Ne laser as a modulation source and a broadband
tungsten halogen lamp as a probe light. The PR spectra were analyzed using Aspnes’ third derivative functional

Since the barriers are staircase-like, the structure has different ground state energies; therefore, several optical
transitions take place in the spectrum which cannot be resolved in a conventional photoluminescence technique at
room temperature. To analyze the experimental results, all energy levels in the conduction and in the valance band
were calculated using transfer matrix technique, taking into account the effective mass and the parabolic band
approximations. A comparison of the PR results with the calculated optical transition energies showed an excellent
agreement. Several optical transition energies of the QWIP structures were resolved from PR measurements. It is
concluded that PR spectroscopy is a very useful experimental tool to characterize complicated structures with a
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Background

Quantum well infrared photodetector (QWIP) structures
have been developed since 1990s [1]. There are many
different types of QWIP structures. QWIPs can be cate-
gorized by their electrical properties: photovoltaic or
photoconductive, or by their layer thicknesses: multi-
quantum wells (MQW) or superlattice structures. They
can also be categorized by having optical responsivity at
a single or multiple wavelengths. Multi-color QWIPs
can be composed of double barriers [2], stepped
quantum wells [3], and stepped barriers. The structures
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with stepped barriers are also called as staircase-like
QWIPs in the literature [4].

In this work, photomodulated reflectance (PR) and
photoluminescence (PL) experiments were carried out
on two different staircase-like QWIP structures at room
temperature. PR is a powerful characterization method
to determine optical transitions in both bulk and low-
dimensional multilayer semiconductor structures. Its
absorption-like character and high sensitivity makes it
possible to observe optical transitions between ground
and excited states, even at room temperature. PR spec-
troscopy utilizes the modulation of the built-in electric
field at the semiconductor surface or at the interfaces
through photo-injection of electron—hole pairs gener-
ated by a chopped incident laser beam. This technique
produces sharp spectral features related to the critical
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points of the band structure. This provides a more expli-
cit comparison of experimental results with theoretical
models. However, PL only gives information about
ground state transitions in QWs at room temperature.
PR spectra were analyzed using the third derivative func-
tional form (TDFF) in order to fit the optical transition
energies, and the results were compared to the theoret-
ical values calculated using transfer matrix method.

Theory
Transfer matrix technique is a common method for
solving Schrodinger equation for MQW  structures
which consist of layers having different band gaps and
effective masses. By virtue of this technique, energy
levels, wave functions under zero or constant electric
field can be calculated in complex structures [5-7]. In
this work, we had employed this technique to calculate
the energy levels in each QW at 300 K.

In order to determine the band gap of GaAs at room
temperature, Varshni equation [8] was used:

aT?

Eg(T) = Eg(O) - T——f—/a”

(1)
where E,(0) is the band gap of GaAs at T = 0 K; a =
5.405 x 10™* eV/K and S = 204 K are Varshni parameters
at the [ point. For Al,Ga; ,As ternary alloys.
Temperature dependence of the band gap for x < 0.4
can be estimated by:

2

aTl
Ey(x,T) = 1.519 + 1.155x + 0.37x* — T

(2)
where a and S are Varshni parameters of Al,Ga;_,As.
Adachi showed that compositional dependence of Varshni
parameters becomes significant in Al,Ga; ,As ternary
alloys for x > 0.4 [9]. However, since x < 0.4 for Al,Ga; ,As
in our structures, we used the same values as GaAs [9,10].
The conduction and the valance band offsets were chosen
as 60% and 40%, respectively. In the calculations of energy
levels, the effective mass for each layer was considered se-
parately. The effective masses of electrons in AlAs and
GaAs were taken as 0.15 and 0.067, respectively. Using
these values, the effective mass of electrons in Al,Ga;_,As
layers was calculated by applying Vegard’s law:

_ MAlAs MGaAs (3)
xmGaas + (1 — x)majas

MALGa,_,As

Similarly, the effective masses of holes in the Al,Ga; ,As
layers were also calculated using Equation 3, taking
the density of states heavy hole effective masses as
0.81 and 0.55, and the averaged light hole effective
masses were taken as 0.16 and 0.083 in AlAs and GaAs,
respectively [9].
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PR spectra were fitted using the linear combination of
several Aspnes’ TDFFs [11], expressed as:

IR ey A (£~ By +i0) ] 44 @)

j=1

where 7 is the number of spectral features to be fitted; E
is the photon energy; Aj, ¢, Eg, and I are the amplitude,
phase, band gap energy, and line broadening of the j,,
feature, respectively. m1; represents the type of critical
point depending on the dimensionality of the structure,
and its value is 2.5 or 3 for 3-D (bulk) or 2-D cases, re-
spectively. The background signal in the measurements
was simulated and suppressed from Equation 4 by a lin-
ear flE) function.

Methods

PR and PL measurements were carried out on two differ-
ent MQW structures at room temperature. A tunable
monochromatic probe light was provided by a 100-W
tungsten lamp, dispersed by a single grating monochrom-
ator, and the sample was pumped with a modulated 10-
mW He-Ne laser at 632.8 nm that was mechanically
chopped at 280 Hz. The reflected probe beam was mea-
sured by a Si photodiode. The AC and DC components of
reflectance (R) and differential changes in R (AR) were
acquired by a computer, simultaneously.

The structures used in this study consist of n-doped
GaAs QWs sandwiched between undoped Al,Ga;_,As
barriers with three different x compositions, producing
staircase-like barriers. The structures were designed as
QWIP devices. Details of the structures are given in Fig-
ure 1. The main differences between the two structures
are the doping profile, the doping concentration, and the
barrier composition of the triangular well. All QWs in
ANA-coded samples have a doping concentration of 2 x
10'® cm™. On the other hand, in IQE samples, QWs with
5.5- and 5-nm well width have doping concentrations of
3 x 10" and 1 x 10" cm ™3, respectively. QW's with central
doping width of 1.2 nm in the ANA structure were
replaced by 2.5 nm in IQE structure. ANA samples have
triangular wells in the active period with barriers contain-
ing 30% Al concentration. Besides, IQE-coded samples
have 27% Al concentration. One edge of the triangular
quantum well is formed by a graded barrier; the other edge
is formed by a fixed barrier as seen from the potential pro-
file of the conduction band given in Figure 2. We have
introduced the graded barrier in the structure in order to
provide a quasi-electric field which facilitates the drift
current of the photo-excited carriers to adjacent layers. In
Figure 2, quantum wells which have different barrier
heights are labeled with numbers.



Donmez et al. Nanoscale Research Letters 2012, 7:622
http://www.nanoscalereslett.com/content/7/1/622

Page 3 of 5

N
a b
100nm  iGaAs undoped 100nm  iGaAs undoped
50 nm i Alp21Gag7sAs 50nm 1 Alp21GagwAs
55nm 1 GaAs Center 1.2nm Si doped 2+10% cm™ 55nm  nGaAs Center 2.5 nm Si doped 3+10"% cm™
40nm 1Al GaorAs 40nm 1Al GagAs
55nm 1 GaAs Center 1.2nm Si doped 2-10% em™? 55nm  nGaAs Center 2.5 nm Si doped 3:10"% cm™
10nm 1 Alp21Gag7sAs 10nm 1Al 21GagwAs
30nm graded Al;Ga; zAs from x=0.30—0.21 30nm graded Al;Ga,-As from x=0.27-0.21
10nm  iAlysGagsAs 10nm 1Al xGaoAs
5 nm n GaAs Center 5 nm Si doped 2510%em?® | 5nm n GaAs Center 5nm Si doped 1<10% cm?
40nm 1Al zGagAs x10 40nm  iAlyxGagpnAs x10
Snm n GaAs Center 3.1 nm Si doped 210" em” Snm n GaAs Center 3.1 nm Si doped 1<10% cm’
40nm  iAlyssGagssAs 40nm  1AluGagzAs
55mm  nGaAs Center 1.2 nm Si doped 2:10% em” 550m  nGaAs Center 2.5 nm Si doped 3-10% cm?
40nm 1Al GagpAs 40nm  1AlyaGagpAs
55nm  nGaAs Center 1.2nm Si doped 2410%em? 55nm  nGaAs Center 2.5 nm Si doped 3<10"% cm?
50nm 1Al xGagAs 50nm  iAlyxaGagpAs
300nm  1GaAs buffer undoped 300nm  iGaAs buffer undoped
375 pm GaAs SI Substrate 375 pm GaAs SI Substrate
Figure 1 Schematic layer structure of (a) ANA14 and (b) IQE14 sample.
J

Results and discussion

Experimental results on reflectivity (R), PL, and PR
spectra of ANA14 and IQE14 structures are given in
Figure 3. Calculated PR spectra are also included in the
figure. The R spectra are given just for information and
not to be included in the discussion. PL signal begins
to rise from the fundamental band edge of bulk GaAs
and peaks at about the combined excitonic transition
region. Details of the excitonic transitions are smeared
out. However, in the PR spectra, the fundamental band
gaps of bulk GaAs cap layer and Al,Ga; ,As barrier
regions, and a series of excitonic transitions are clearly
resolvable. In order to analyze the obtained PR spectra,
we divided the spectrum into three regions. The first
region between 1.4 to 1.51 eV includes signals from the
bulk GaAs and effective band gap due to el-hhl exci-
tonic transitions of doped GaAs QWs having Al,Ga;
_xAs barriers with x = 0.21. The second region ranging
from 1.51 to 1.6 eV includes the other excitonic transi-
tions such as el-hhl, el-hh2, and el-lhl, coming
mainly from the active period of the structures. Finally,

1.6 to 1.8 eV region includes PR signals of Al,Ga;_,As
layers. The experimental results exhibit Lorentzian-like
peaks which are obtained from Equation 4 as the
modulus of PR resonances according to the equation
below:

(5)

Using this equation, bulk and excitonic transition
parameters A and I' of each signal were determined.
These parameters were placed into Equation 4, and then
the optical transition energies were calculated. The cal-
culated energy levels and corresponding PR peaks in the
spectra are summarized in Table 1. All possible excitonic
transitions in the calculated PR spectra are clearly distin-
guishable. Experimental and calculated PR spectra are in
excellent agreement. Although most of the excitonic
transitions are identified, some of the calculated transi-
tions were not observed in the PR spectra (Table 1).

ANA14
0.25 T T T T T T
~0.20 | =
>
\Q_J{ —
2 -
S0.15F g
23]
f=
o
So.10- 4
So.
©
s f bl
o H
0.05F N
4 H
2 85 4
1 L
O'OGO 50 100 150 200 250 300 350
z (nm)

N
b IQE14
0.25 T T |Q T T
~0.20F ] .
>
3 —
T
5 0.15F 4
3]
C
°
Co.10- -
So.
e}
S i t
(9] 0 H il
0.05- .
A H
2 5 4
il 1
0.005 50 100 150 200 250 300 350
z (nm)

Figure 2 Conduction band profile. (a) ANAT4 and (b) IQE14 structures. One period of the active region is shown in the diagram.
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Figure 3 R, PL, and PR spectra. (a) ANA14 and (b) IQE14 sample. Red line is the experimental, while open circles are the calculated PR spectra points.
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PL studies showed just a single broad peak for ANA14
structure at 1.525 eV and for IQE14 structure at 1.539 eV at
room temperature. As seen from the calculated values of
the excitonic transitions in different quantum wells, the en-
ergy differences between them are quite small; therefore,

the observed PL peak cannot be attributed to just one tran-
sition. It can be concluded that observed PL peak represents
additive information about some of the optical transitions.
However, PR provides detailed information, resolving
closely separated energy levels, even at room temperature.

Table 1 Electron and hole energy levels and PR peaks of the QWIP structure obtained at T = 300 K

Structure QW Well e, hh, hh, lh, Eg Effective PR peak Effective PR peak Effective PR peak
name number width (meV) (meV) (meV) (meV) (meV) E,es-hhy eq-hh, Eg ei-hhy  eq-hhy Eg ei-lhy  ey-lhy
(nm) (meV) (meV) (meV) (meV) (meV) (meV)
ANA14 1.495 1.534
— ] 55 584 13.1 50.6 432 1422 1494 —— 1531 — 1524 -
IQE14 1.490 -
1.550
ANA14 2 5 74.1 163 634 55.1 1422 1513 - 1.560 - 1.552 —
IQE14 2 5 725 16.1 625 538 1422 1511 - 1.557 - 1.549 S
1.545
ANA14 - 1.550 -
— 3 5 705 159 614 522 1422 1.509 — 1554 — 1545 D —
IQE14 1.505 - 1.545
ANA14 -
e 55 60.2 134 516 446 1422 1.496 - 1534 — 1527 -
IQE14 1.534
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Conclusion

The importance of the photomodulated reflectance spec-
troscopy in complicated semiconductor QW structures
and hence in QWIPs has been verified by the experi-
mental and the theoretical results obtained from this
work. QWs with barriers having minor differences in the
alloy composition can clearly be distinguished by PR mea-
surements at room temperature. Indeed, el-hhl, el-hh2,
and el-lh1 transitions were clearly observed and resolved.
On the other hand, in PL measurements, only one single
photoluminescence peak was observed.
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R: reflectance; TDFF: third derivative functional form.

Competing interests
The authors declare that they have no competing interests.

Authors’ contributions

OD carried out the experiments and fitted the PR spectra in collaboration
with AE, MCA, and FN. FN calculated the energy levels. OD, FN, MCA, and AE
contributed to the manuscript preparation. YE is the designer of the QWIP
structure. All authors read and approved the final manuscript.

Acknowledgments

We are grateful to Dr. Bulent Aslan and Dr. Ugur Serincan from Anadolu University
for growing the ANA samples with MBE. This work was partially supported by The
Scientific and Technological Research Council of Turkey (TUBITAK; project number
108T721), COST Action MP0805, Scientific Research Projects Coordination Unit of
Istanbul University (project numbers 3587 and UDP 16607), and the Ministry of
Development of Turkey (project number 2010K121050).

Author details

1Department of Physics, Faculty of Science, Istanbul University, Vezneciler,
Istanbul 34134, Turkey. 2Departmen‘[ of Physics, Faculty of Science, Anadolu
University, Eskisehir 26470, Turkey.

Received: 18 July 2012 Accepted: 23 August 2012
Published: 12 November 2012

References

1. Levine BF: Quantum-well infrared photodetectors. J Appl Phys 1993, 74:R1-R81.

2. Luna E, Guzman A, Sdnchez-Rojas J, Sanchez J, Munoz E: GaAs-based
modulation-doped quantum-well infrared photodetectors for single- and
two-color detection in 3-5 um. IEE J Selected Topics in Quantum Electronics
2002, 8:992-997.

3. Mii YJ, Wang KL, Karunasiri RPG, Yuh PF: Observation of large oscillator
strengths for both 1—-2 and 1—3 intersubband transitions of step
quantum wells. Appl Phys Lett 1990, 56:1046.

4. Eker S, Hostut M, Ergun Y, Sokmen I: A new approach to quantum well
infrared photodetectors: staircase-like quantum well and barriers. Infrared
Physics and Technology 2006, 48:101-108.

5. Jonsson B, Eng S: Solving the Schrodinger equation in arbitrary quantum-
well potential profiles using the transfer matrix method. /EEE J Quantum
Electron 1990, 26:2025-2035.

6. Li W: Generalized free wave transfer matrix method for solving the
Schrodinger equation with an arbitrary potential profile. IEEE J Quantum
Electron 2010, 46:970-975.

7. Lantz KR: Two color photodetector using an asymmetric quantum well
structure, PhD thesis. California: Naval Postgraduate School, Monterey; 2002.

8. Varshni YP: Temperature dependence of the energy gap in
semiconductors. Physica 1967, 34:149-154.

Page 5 of 5

9. Adachi S: Properties of Semiconductor Alloys: Group-IV, -V and II-VI
Semiconductors. Wiltshire: Wiley; 2009:159-160. 236.

10.  Aspnes DE: GaAs lower conduction-band minima: ordering and
properties. Phys Rev B 1976, 14:5331-5343.

11. Aspnes DE: Third-derivative modulation spectroscopy with low-field
electroreflectance. Surf Science 1973, 37:418-442.

doi:10.1186/1556-276X-7-622

Cite this article as: Donmez et al.: A study of photomodulated
reflectance on staircase-like, n-doped GaAs/Al,Ga,_,As quantum well
structures. Nanoscale Research Letters 2012 7:622.

Submit your manuscript to a SpringerOpen®
journal and benefit from:

» Convenient online submission

» Rigorous peer review

» Immediate publication on acceptance

» Open access: articles freely available online
» High visibility within the field

» Retaining the copyright to your article

Submit your next manuscript at » springeropen.com




	Abstract
	Background
	Theory

	Methods
	Results and discussion
	Conclusion
	Competing interests
	Authors&rsquor; contributions
	Acknowledgments
	Author details
	References


<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /PageByPage
  /Binding /Left
  /CalGrayProfile (Dot Gain 20%)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Error
  /CompatibilityLevel 1.4
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /DetectCurves 0.0000
  /ColorConversionStrategy /LeaveColorUnchanged
  /DoThumbnails true
  /EmbedAllFonts true
  /EmbedOpenType false
  /ParseICCProfilesInComments true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams true
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveDICMYKValues true
  /PreserveEPSInfo true
  /PreserveFlatness true
  /PreserveHalftoneInfo false
  /PreserveOPIComments false
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /CropColorImages true
  /ColorImageMinResolution 300
  /ColorImageMinResolutionPolicy /OK
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 300
  /ColorImageDepth -1
  /ColorImageMinDownsampleDepth 1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /CropGrayImages true
  /GrayImageMinResolution 300
  /GrayImageMinResolutionPolicy /OK
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageMinDownsampleDepth 2
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /CropMonoImages true
  /MonoImageMinResolution 1200
  /MonoImageMinResolutionPolicy /OK
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /CheckCompliance [
    /None
  ]
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile (None)
  /PDFXOutputConditionIdentifier ()
  /PDFXOutputCondition ()
  /PDFXRegistryName ()
  /PDFXTrapped /False

  /CreateJDFFile false
  /Description <<

    /BGR <>
    /CHS <FEFF4f7f75288fd94e9b8bbe5b9a521b5efa7684002000500044004600206587686353ef901a8fc7684c976262535370673a548c002000700072006f006f00660065007200208fdb884c9ad88d2891cf62535370300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c676562535f00521b5efa768400200050004400460020658768633002>
    /CHT <FEFF4f7f752890194e9b8a2d7f6e5efa7acb7684002000410064006f006200650020005000440046002065874ef653ef5728684c9762537088686a5f548c002000700072006f006f00660065007200204e0a73725f979ad854c18cea7684521753706548679c300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c4f86958b555f5df25efa7acb76840020005000440046002065874ef63002>
    /CZE <>
    /DAN <>
    /DEU <>
    /ESP <>
    /ETI <>
    /FRA <>
    /GRE <>

    /HRV <>
    /HUN <>
    /ITA <>
    /JPN <>
    /KOR <FEFFc7740020c124c815c7440020c0acc6a9d558c5ec0020b370c2a4d06cd0d10020d504b9b0d1300020bc0f0020ad50c815ae30c5d0c11c0020ace0d488c9c8b85c0020c778c1c4d560002000410064006f0062006500200050004400460020bb38c11cb97c0020c791c131d569b2c8b2e4002e0020c774b807ac8c0020c791c131b41c00200050004400460020bb38c11cb2940020004100630072006f0062006100740020bc0f002000410064006f00620065002000520065006100640065007200200035002e00300020c774c0c1c5d0c11c0020c5f40020c2180020c788c2b5b2c8b2e4002e>
    /LTH <>
    /LVI <>
    /NLD (Gebruik deze instellingen om Adobe PDF-documenten te maken voor kwaliteitsafdrukken op desktopprinters en proofers. De gemaakte PDF-documenten kunnen worden geopend met Acrobat en Adobe Reader 5.0 en hoger.)
    /NOR <>
    /POL <>
    /PTB <>
    /RUM <>
    /RUS <>
    /SKY <>
    /SLV <>
    /SUO <>
    /SVE <>
    /TUR <>
    /UKR <>
    /ENU (Use these settings to create Adobe PDF documents for quality printing on desktop printers and proofers.  Created PDF documents can be opened with Acrobat and Adobe Reader 5.0 and later.)
  >>
  /Namespace [
    (Adobe)
    (Common)
    (1.0)
  ]
  /OtherNamespaces [
    <<
      /AsReaderSpreads false
      /CropImagesToFrames true
      /ErrorControl /WarnAndContinue
      /FlattenerIgnoreSpreadOverrides false
      /IncludeGuidesGrids false
      /IncludeNonPrinting false
      /IncludeSlug false
      /Namespace [
        (Adobe)
        (InDesign)
        (4.0)
      ]
      /OmitPlacedBitmaps false
      /OmitPlacedEPS false
      /OmitPlacedPDF false
      /SimulateOverprint /Legacy
    >>
    <<
      /AddBleedMarks false
      /AddColorBars false
      /AddCropMarks false
      /AddPageInfo false
      /AddRegMarks false
      /ConvertColors /NoConversion
      /DestinationProfileName ()
      /DestinationProfileSelector /NA
      /Downsample16BitImages true
      /FlattenerPreset <<
        /PresetSelector /MediumResolution
      >>
      /FormElements false
      /GenerateStructure true
      /IncludeBookmarks false
      /IncludeHyperlinks false
      /IncludeInteractive false
      /IncludeLayers false
      /IncludeProfiles true
      /MultimediaHandling /UseObjectSettings
      /Namespace [
        (Adobe)
        (CreativeSuite)
        (2.0)
      ]
      /PDFXOutputIntentProfileSelector /NA
      /PreserveEditing true
      /UntaggedCMYKHandling /LeaveUntagged
      /UntaggedRGBHandling /LeaveUntagged
      /UseDocumentBleed false
    >>
  ]
>> setdistillerparams
<<
  /HWResolution [2400 2400]
  /PageSize [595.440 793.440]
>> setpagedevice


